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MODEL A380
PNEUMATIC SEALLESS STEEL STRAPPING TOOL

Represented By:

A380-02/11-94950

Types of Model A380
Item No. Model Strap Width Strap Thickness

mm inch mm inch
13.6273 A380/12.7/0.50-0.63/4.5 12.7 1/2 0.50-0.63 .020-.025
13.6293 A380/16/0.50-0.63/4.5 16.0 5/8 0.50-0.63 .020-.025
13.6295 A380/16/0.50-0.63/7.5 16.0 5/8 0.50-0.63 .020-.025
13.6314 A380/19/0.50-0.63/4.5 19.0 3/4 0.50-0.63 .020-.025
13.6315 A380/19/0.50-0.63/6.5 19.0 3/4 0.50-0.63 .020-.025
13.6516 A380/19/0.70-0.80/7.5 19.0 3/4 0.70-0.80 .028-.031
13.6517 A380/19/0.70-0.80/9.5 19.0 3/4 0.70-0.80 .028-.031

Accessories
Item No. Description
A38.1428 Suspension bracket vertical

A38.1408 Suspension bracket horizontal

A38.1434 Suspension bracket horizontal

A38.1411 Suspension bracket universal (standard, vertical, horizontal very fast
changes possible, perfect for frequent changes, with integrated air
supply)

A380 Sealless Joint - The sealless joint on the
A380 provides better joint efficiency than tools
using a separate seal.

Standard Features
The A380 is used mainly in the timber and
construction material industry. The massively
constructed tool is characterized in particular by
its reliability in shift work and with continuos
operation under the most rigorous conditions.
Supplied as a semi and fully automatic model, it is
also produced in four tensioning levels. It is
recommended to use the tool in suspended mode.

Specifications
Weight: Without Suspension: 16.9 kg / 37.3 lbs.

With Suspension: 17.4 kg / 38.4 lbs.

Suitable strap qualities: 12.7 - 25.0 mm / 1/2 - 1” wide

0.50 - 1.00 mm /0.20 - .040” thick

Tension: up to 9500 N (2130 lbs) individual adjustment
(Max. tension depends on strap quality)

Average sealing strength: approx. 80% of strap breaking strength
(dependent on strap quality)
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