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MODEL A3H
PNEUMATIC SEALLESS STEEL STRAPPING TOOL

Represented By:

A3H-02/11-94950

Types of Model A3H
Item No. Model Strap Width Strap Thickness

mm inch mm inch
13.6056 A3H/9.5/0.38-0.60/2.5/D 9.5 3/8 0.38-0.60 .015-.024
13.6072 A3H/12.7/0.38-0.60/2.5 12.7 1/2 0.38-0.60 .015-.024
13.6074 A3H/12.7/0.38-0.60/4.5/D 12.7 1/2 0.38-0.60 .015-.024
13.6076 A3H/12.7/0.38-0.60/2.5/D 12.7 1/2 0.38-0.60 .015-.024
13.6094 A3H/16/0.38-0.60/4.5/D 16.0 5/8 0.38-0.60 .015-.024
13.6096 A3H/16/0.38-0.60/2.5/D 16.0 5/8 0.38-0.60 .015-.024
13.6114 A3H/19/0.38-0.60/4.5/D 19.0 3/4 0.38-0.60 .015-.024
13.6116 A3H/19/0.38-0.60/2.5/D 19.0 3/4 0.38-0.60 .015-.024

Standard Features
An ideal tool for horizontal and vertical
applications in demanding environments.
The A3H is an extremely robust tool that is
suitable for a wide variety of applications due
to it’s compact and light weight features.

A3H Sealless Joint - The sealless joint on the A3H
provides better joint efficiency than tools using a
separate seal.

Accessories
Item No. Description
A3H.1811 Suspension for standard and horizontal application

A3H.1812 Universal suspension for standard-, vertical- and horizontal application
(for horizontal applications the suspension position has to be changed
manually)

Specifications
Weight: Without Suspension 8.5 kg / 18.7 lbs.

With Suspension 8.9 kg / 19.6 lbs.

Suitable strap qualities: 9.5 - 20.0 mm / 3/8 - 3/4” wide
0.38 - 0.60 mm / 0.15 - .024” thick

Tension: up to 4500 N (1010 lbs)
individual adjustment (Max. tension depends on
strap quality)

Average sealing strength: approx. 80% of strap breaking strength
(dependent on strap quality)
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